IFR P25 Radio Test Set

1. GENERAL

The requirements set forth hereinafter describe one P25 Radio Test Set and shall apply to each P25 radio test set furnished under this contract.  The radio test set shall be IFR 2975 Project 25 Radio Test Set or equal.

2. RADIO TEST SET

A. Generate and Receive Port

The radio test set shall provide basic functional testing of both conventional analog (FM) and conventional P25 digital (C4FM) VHF Land Mobile Radios including repeater stations, mobile radios, and portable radios.  The radio test set shall provide both FM and C4FM modulation and demodulation.  The receive and generate port shall provide duplex operation.  The receive and generate port shall have a minimum of 1MHz to 2.7 GHz frequency range.  The receive port shall have at a minimum RF power, frequency, frequency error, distortion, SINAD, and voltage meters.  The receive port shall have at a minimum 12.5 kHz, 25 kHz, and 200 kHz selectable filters.

B. Interface

The radio test set shall have user friendly interface consisting of a color display with front panel operation and capable of interfacing with a PS-2 or USB mouse and Keyboard.  The radio test set shall also provide a 3.5 inch diskette drive for software installation and storage and recall of setup information.  

C. Portability

The radio test set shall be portable and not weigh more than thirty-five (35) pounds. The radio test set shall come with a microphone/audio adapter and soft padded carrying case.

3. ADDITIONAL GENERAL CONDITIONS

1. Warranty: The contractor shall provide a 2 year warranty as a minimum.

2. The Government reserves the right to conduct on-site visits for demonstration to ensure products offered comply with agency requirements.

